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GENERAL NOTES

G.N.-100

ENGLISH UNITS OF MEASUREMENT SHALL GOVERN OVERAND
SUPERSEDE ANY METRIC UNITS SHOWN IN THIS CONTRACT.
WHERE INCLUDED, METRIC UNITS ARE FOR INFORMATION ONLY.

G.N.-107.31

UTILITY LINES WERE PLOTTED FROM INFORMATION FURNISHED BY
THE VARIOUS UTILITY COMPANIES INVOLVED (QUALITY LEVEL C
&/OR QUALITY LEVEL D) AND THE ACCURACY SHOULD BE
CONSIDERED APPROXIMATE ONLY.

UTLILITY (‘;OMPA'NES MAY BE ADJUSTING THEIR FACILITIES DURING
CONSTRUCTION. THE CONTRACTOR SHALL COOPERATE WITH
THESE ORGANIZATIONS WHILE THESE ADJUSTMENTS ARE BEING
PERFORMED. JU.L.LE. - JOINT UTILITY LOCATION INFORMATION
FOR EXCAVATORS SYSTEM (800)892-0123.

G.N.-202
GRADING SHALL BE DONE BY HAND AROUND LIGHT POLES, UTILITY
POLES, SIGN POSTS, SHRUBS, TREES OR OTHER NATURAL OR
MAN-MADE OBJECTS WHERE SHALLOW FILLS OR CUTS ARE
ADJACENT TO THE {TEMS. IT IS THE INTENT THAT THE LIMITS OF
CONSTRUCTION BE SUCH AS TO PRESERVE IN THE ORIGINAL
STATE AS MUCH AREA OF TEMPORARY EASEMENTS AS POSSIBLE.
THE DECISION AS TO ITEMS TO REMAIN IN PLACE SHALL BE AS
DIRECTED BY THE ENGINEER. '

THIS WORK WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE
CONSIDERED INCLUDED IN THE CONTRACT UNIT PRICE PER CUBIC
YARD FOR EARTH EXCAVATION AND NO ADDITIONAL
COMPENSATION WILL BE ALLOWED.

G.N.-650
BEFORE ORDERING STORM SEWERS, THE CONTRACTOR SHALL
CONSULT THE ENGINEER FOR THE EXACT LENGTHS.

G.N.-551

EXISTING STORM SEWERS SHALL BE REMOVED IN ACCORDANCE
WITH SECTION 551 OF THE STANDARD SPECIFICATIONS EXCEPT
THAT THE CONTRACTOR WILL NOT BE REQUIRED TO SALVAGE ANY
EXISTING SEWER PIPE.
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